
Please read before use

Ensure all parts are present and not damaged
before assembling.
Risk assessments shall be done before commencing
any work. In accordance to the working at
heights regulaaons, paracular aaenaon should be
paid paid to Guardrails; Toe-boards should also be
considered to follow regulaaon 8a schedule 
2 of the working at height regulaaon.

1. Do not use on unstable ground such as 
     loose bricks, boxes or blocks.
2. Remove all personnel and materials before
     moving the unit.
3. When m3. When moving the unit, apply force manually
     by pushing at the base.
4. Do not gain extra height by using boxes,
     ladders etc on the plaaorm.
5. Ensure that the castors are locked before use.
6. Do not overload the unit.
7. Do not overreach out of the unit.

Manufactured to a TUV Cerafied ISO 9001:2015 Quality Control System

The Minifold Unit is ideal for all the 
jobs around the home that requires 
a steady hand, such as painting 
windows frames, hanging wallpa-
per, cleaning the gutters, or just 
trimming the hedge. 

Either inside or outside your home, the 
Minifold Unit is easy to assemble and 
ready to use in minutes.

Ideal for one man use, unfold the 
unit, fit the board and start work.
Easily portable and manoeuvrable, 
either open or closed, the unit 
passes through standard doorways.
Both lightweight and robust.
Provides a working platform 0.7m 
wide and 1.5m long.
Six optional platform levels between 
0.2m and 1.7m will suit most
requirements.
Fitted with lockable 5” castors and 
non-slip platform boards.
Captive folding bracing system 
means minimum components. 
When closed the board will hook 
onto the unit for compact storage.
Easily transportable, compact when 
folded flat to fit in a small van, 
estate car or on a roof rack.

Optional Extra’s Include
    Adjustable Legs and Castors - for      
    uneven ground
    Extension packs to generate plat
    form levels of 3m, 3.6 and 5.4m.
    Low Level Tool Tray
    No Bumps Impact Protector 
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Please read before use

Ensure all parts are present and not damaged
before assembling.
Risk assessments shall be done before commencing
any work. In accordance to the working at
heights regulaaons, paracular aaenaon should be
paid paid to Guardrails; Toe-boards should also be
considered to follow regulaaon 8a schedule 
2 of the working at height regulaaon.

1. Do not use on unstable ground such as 
     loose bricks, boxes or blocks.
2. Remove all personnel and materials before
     moving the unit.
3. When m3. When moving the unit, apply force manually
     by pushing at the base.
4. Do not gain extra height by using boxes,
     ladders etc on the plaaorm.
5. Ensure that the castors are locked before use.
6. Do not overload the unit.
7. Do not overreach out of the unit.

Manufactured to a TUV Cerafied ISO 9001:2015 Quality Control System


